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Several ARTIFICERS Works neceſſary to be done 


In Building a Houſe or Houſes of INDUSTRY, and Offices 
5 to the ſame. e 


In the Hundred of Blything, in the Pariſh of Bulcamp, in the County of 
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Dimentions figured in the Plan, Elevations; Sections, that are 


approved of. 
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O dig all the Foundations to a proper Depth of all the Buildings; alfo Sewers, Drains, Cefs-pools, 
and Common-thore, through the Bog-houſes, &c. And the CeVars fix Feet fix Inches from the Top 
of the Pavement to the under Part of the Girders, under the Rooms marked from O to G. being the 


| Length of the Great Building as in the Scction. And regulateall the Grounds in the Courts and Yards, 
as ſhall be directed. | 
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: BRICKLAYER's Work. 


ALL the Foundations below Ground to be as follows: All the Out-fde Walls of the Buildings to be two 
ricks and a half thick up to the Water-Table, which is to be one Foot fix Inches from the Surfico of the 
Ground when levell'd, with the Footing of one Brick, and four Courſe of Bricks high from the Bottam, as 
appears by Section. The Party Walls in Cellar next Dining-Rocm and Foundation, two Bricks with the foot- 
ing of half a Brick, and from thence one Brick and half to the firſt Floor, and above that ons Erick up to 
Garret Floor; and all other Partition Walls nine Inches or one Brick, as appears in the Ground Plan, and 
. two Brick Stair-caſes, down into the Cellars and cold Larder, and one from the Offices Yard down into the 
Cellars, as appears by the Plan; with an Arch turned with Brick under the Paſlage into the 
himney's to have a proper Foundation, the Pigneſs directed by the Ground Plan; the Jambs to be a Brick 
and half in all the low Rooms, with a Focting of half a Brick. The Walls of the Buildings from the Set 
off to the under-ſide of the Wall-plates of the Great Building, to be two Bricks in thickneſs, and the Wings 
the ſame up to the Chamber Floor, and from thence to Eves one Brick and a Half, with a Cornice of three 
Courſe of Bricks as ſhall be directed; to have a one brick Arch over all the Doors an! ons, turncd 
through the thickneſs of the Walls with common Bricks, and ſet it good well beaten Mortar, Camber or 
= 1 the Foundations and outſide Walls of the Brew-bouſe, Stable, &c. to be the fame Thick 
£15 as betor 


e mentioned, up to the firſt Floor; and from thence a Brick and a half in Thickneſs to the 
ves 
cloſuſe 


; the Walls of the Hog-ſtyes, Bog-houſes, &c. to be nine Feet high, and all naked Walls of In 
half, and feven Feet high, with Air-holes in the Walls at proper Diſtances, 
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Dining Room; 
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of Tards and Courts, to be two Bricks in Foundation up to Setting of; from thence a Brick and 
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Gates to be three Bricks; not Jeſs than two Hundred of Lime to each Rod of Brick-work, with a Proportion 
of good Sand, all the Brickwork to be wrought fair, the In-ſide as well the Out-ſide Walls of the Buildings: 
| Covering to be done with good ſound plain Tiles, laid upon Heart of Oat Laths, one Inch; by 4-8ths in 

Thickneſs, well nailed with gelt-Nails, (a Pattern of the Lathes being firſt approved of,) all the Hog-ſtyes, 
and Bog-houſes, and Lean-to's, and Roof over the Orens, to be covered with good found unglazed Blue 
Dutch Pan-tiles; all the Work-rooms marked as R. R. &c. E. F. Z. and Offices L. L. in the ground 
Plan; to be paved with white paving Lumps, Flat-ways, and Store-Rooms, Dinings-Rooms, &c. as marked A. L. 
Q. P. M. N, &c. to be paved with white paving Bricks, Flat-ways ; and all other Offices, &c. marked as Stable, 
Hog- ſtyes, &c. tobe paved with white paving Lumps, ſet Edge-ways; the Governor's Rooms, Ground-floor, to be 
paved with White foot or nine Inch Pammants, and all the Hearths laid with Pammants as above. The Bot- 
toms of the Cellar, and Cold-Larder, with Lumps Flat-ways; the Windows to be three Feet. four Inches 
between Brick-Work, and Brick-work, at a Main, and five Feet four Inches high, and fet in a four Inch 
Revel. All the Drains through the Bog-houſes as in the Plan, to be two Feet wide In- ſide, and three Feet 
high from the Pavement, to the Under-ſide of the Crown of the Arch; the Cellar Drain to be carried into 
Ceſs-pool Great Court, to communicate with the Common: ſhore, as marked; to be one Foot three Inches 
wide, and one Foot {ix Inches high in the clear In- ſide, all the ſmall Drains or Sewers, in Courts and Yards, 
to be ſeven Inches wide, and nine Inches high In- ſide; the Common-thore to be three Feet nine Inches wide, 
and five Feet high In-ſide, to be carried one hundred Feet from the Ceis-pool, at the Corner of Bog-houſe 
Yard, Weſt-wing Ceſs-pools; the Size figured in the Plan, all the Drains, and Shore, to be paved with com- 
mon Bricks laid inverted, fix Inches Hollow, ſe as the Current o' the Water, &c. paſs in the Middle df the 
Shore and Drains, as ſhewn in the Plan; the Yards and Courts, laid with a proper Deſcent down to the Ceſs- 
pools and Gutter-bricks from the Pumps in Great Court, down to Ceſs-pool, alſo a Gutter carried by the Side 
of the Walls in the Cellar, to communicate with the Drain; hve VWells to be dug to the bottom Springs, and 
bricked four Feet fix Inches Diameter, the Drains and Shore to have a Deſcent of two Inches eutry ten Feet at 
leaft : Hanging the Coppers not to be included in the Eſtimate, although ſhewn in the Drawing. 
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f Work. 


ALL the Door-caſes, Sills, Window- frames, and Curbs to the Cellar Windows, to be of Oak, five Inches 
and a Half, by four Inches ſquarc,. and Cellar Windows, with whole yellow Deal Flaps to Ditto. Eight out- 

fide Door-caſes to be framed with Fir Jambs, and headed with Oak Sills, and Frontifpieces over the ſame, . 
covered with Lead, and Lights over the Doors. of the Wings of the Buildings, under the level Cornices ac- 
cording to the Drawings figured in the Plan; in the Great Court, and Offices-yard, the Doors framed with four 
Pannels out of two Inch and Half yellow Deals, the Pannels framed; ÞFluth one Side of whole yellow Deals 
beaded, the reſt of the 'out-tide Door Frames and in the party Walls on the round-ſtory, to be of Fir Jambs, 
and Head and Sills of Oak, five Inches and a Half, by four Inches iquare; the Partitions of each Side of the 
Stair-Caſcs, Work-Rooms, Lodging-Rooms, and Garrets, to be Fir Quarters, four Inches by four Inches and 
A half Square, and Brick noggin; the Quarters one Foot three Inches a Part, and Kirted of one Side to receive 
the Rendering; the Doors framed with tour Pannels, out of Inch and half Deals, the Pannels Fluſh of one 
Side, and beaded ; in all the Rooms marked as A. B. B. in the low Rooms, L. L. K. G. H. W, inthe 
Plan, and all the reſt of the Doors as marked. C. D. E. F. X. V. Z. L. L. Stable, &c. In the Offices and Walls 
of Incloſures, and Shutters to Lattice Windows, &c. to be of whole yellow Deals, rabited and beaded on 
The Joints, and ledged; to have Girders over the Cellar and cold Larder, nine Inches, by ten Inches Square; 
Foiſts three Inches by ſix Inches Square; Trimming Joilts four Inches, by fix Inch Square; of good Oak, and 
free from Sap: All the Floors of the Buildings to be framed with found, yellow Fir Girders, or Beams, 
eleven Inches by twelve Inches Square; Joiſts, three by ſeven Inches Square; Trimming Joiſts, ſix Inches, 
by ſeven Inches Square; Part of the Girder planed, and a Grove cut to receive the Plaiſtering of the Ceiling : 
The Girders, or Beams, not to exceed ten Feet aſurder, and one ot bearing in the Walls at each End, 
to have Templets of three Feet long, nine Inches by the thickneſs of a Brick, under all the Ends of the Girders 
in the Walls, and Plates under all the Ends of the Joiſts in the Walls; to have bond Timber below the Sills 
of the WW indows, and middle bond Timber, four Inches and a half by the thickneſs of a Erick, and proper diſcharg- 
ing Pieces; and Taſſels to all the Chimneys, four Inches and a half, by five Inches and a half Square: The 
Wall-plates to be five Inches, by eight Inches Square, all round the Buildings of Oak; the Garret 
Floor to be framed with Girders and Joiſts as before, the principal Rafters on the great Building to be twelve 
Inches by nine Inches Square at Bottom, and nine Inches Square at Top; the Collar Beams to be five Inches, by 
twelve Inches Square, the principal Rafters on the Wings of the Buildings, and Offices that are detached from 
the main Buildings to be eight Inches by nine Inches Square at Bottom, and eight Inches Square at Top; the 
Collar Beams three Inches by ten Inches, and all thie Purlings ſeven Inches ſquare, framed Diagonal ways in- 
to the Rafters, Fluſh with the "Top of the Principals ;. ſmall Rafters to be five Inches, by three Inches ſquare; 
Hips three Inches and a halt by eight Inches ſquare; Ridge-pieces, five Inches by two Inches ſquare ; and to fix 
Hip-rolls to all the Hips proper to receive Lead, with Criplings againſt all the Chimneys, in the outward Walls 
of the Buildings to ſupport themz to have Aſhlars and Ceiling Joiſts, three Inches and a half Square, all the 
principal Rafters framed into the Girders at the Foot, as appears by Section; all the Joiſts and Rafters to be 
framed no more than one Foot a Part, the Cupola on the Great Building to be five Feet Square at the Baſe, 
framed ſtrong and ſubſtantially, to receive a Clock and Bell, Poſt to come down through the Roof, and framed 
into the Girders on the Garret Floor; Poſt nine Inches Square to the Top of the Pedeſtal, and from thence 
to Cornice ſeven Inches Square, and Diagonal Braces, ſix Inches, by four Inches, and Curbs the fame, fram- 
ed properly as ſhall be directed to diſcharge the Weight from the Roof, and bolted ſtrong with iren Bolts; 
the Caps and Baſes to the Pilatters and Cornice, to be of the Tuſcan Order; the Brev/-houſe left open to the 
Roof, the Laundry and Grainary, with Ceiling Joiſts, and ceiled each Side the Roof; the Laundry to be 
" fſourtzen 


BY 

fourteen Feet high from the Flcor, to the Under-ſide of the Ceiling, fo as to admit of Linnen Hanging t6 
dry; the Trimmers to the open Chimneys, to be framed two Feet clear from the Jambs of the Chimneys, 
and Stoves one Foot fix Inches; t. have five pair of principal Stair-caſes to go two Stories each Stair-caſe 
into the Garrets ; three Feet ten Inches going, and one Stair-caſe in the Infirmary to go one Story, and three 
Stair-cales in the Offices one Story; from the Waſh-houſe, on to the Laundry Chamber, &c. as ſhewed in 
the Drawing; the Steps to be of inch and half Oak-plank, and Raiſers whole yellow Deals free from Sap, 
ſix, or ſix Inches and a half the Raiſer, the Step not leſs than ten Inches broad, with Newels four Inches 
Square, and Rails moulded with a Dado of whole yellow Deal, inſtead of Balliſters; with proper Strings and 
Carriages to the ſame ; the Chamber Floors to be laid with whole yellow Deals free from Sap, and folding 
Joints ; the Garrets to be laid with good found Inch white wood Deals, and folding Joints ; all the Garrets 
ſkirted with 3-4th Deals, the Breadth of a Board; to have Seventy-eight Dormer Windows in the Roof, Front 
and Back- ſide, including thoſe on the Offices; the Windows, Frames and Sill, to be of Oak, framed. in two 
Lights, in order to receive Caſements; each Light one Foot four Inches wide, and two Feet eight Inches high 
in the Clear; Jambs and Head, three Inches by four Inches Square, with proper Bearers to the Top, and 
boarded with whole yellow Deals, in order to receive Lead, with whole yellow Deal Cheeks rabited: All the 
Windows in the main Buildings, to be four light Girt-Windows, and the upper Part to Slide down with an 
Iron-Rod, fixed on the In- ſide, to faſten the Windows, of good Oak; to be five Feet five Inches high, and 
three Feet fix Inches wide in the Clear, from out to out of the Frames; The Jambs and Head, four Inches 
Square, the Upright and Girt, three by four Inches Square; the Sills to the Windows as above, to weather 
the Brick-work two Inches, al! the Window Frames in the Offices to be Lattice Lights, except the Laundry, 
which are to be glazed, and Caſements to Ditto. Windows, the ſize figured in the Elevation Sill, Jambs 
and Head Oak, the fame Scantlings as above; to have whole Deal window Boards to all the Dormers in the 
Garrets, and other Windows in General; The Rooms marked in the Ground Plan, as B. B. K. K. and 
Rooms marked in the Chamber Plan, B. B. &c. W. to have whole Deal window Boards as before mentioned; 
and 2-4th Inch Jamb Linings, beaded and ſkirted, with 3-4th yellow Deal the width of a Board, and framed ; 
whole Deal Chimney Fronts, with Cornice and Shelf, over each Chimney-piece, the Committee Room Ovolo, 
kneed round the Chimney-piece, with proper Freeze and Cornice, all the Roof to Lean-to's over the Oven, 
Bog-houſes, and Hog-ſtyes, &c. to be done with proper Scantlings of Fir and Raiſings, as ſhall be directed, Poſts 
to Lean- to, Kitchen- yard, of Oak, ſeven Inches Square; the Seats and Raiſers to Bog-houles, to be of whole yellow 
Deals, free from Sap. I he three Brick Stair-caſes down the Cellars, to be coped with Oak-plank, the Width 
of the Step, and the Thickneſs of a Brick; to have one Pair of Gates, Stiles to be three Inch Deals, Ledges 
framed into them, and whole Deals headed, and nailed to the Ledges fo as to make Fluſh on the front Side, 
coped with Oak moulded, and one Pair of common whole Deal 1 and braced Gates, to the Gate-Houſe, 
into the Offices Yard; to have wood Pumps to all the Wells, in Courts and Yards: The Rooms marked as 
U. U. U, &c. divided as in the Charaber Plan, into Apartments with whole Deal, and flit Deal Partitions ; 
to have Oak Curbs to all the Ceſs-pools, Scantlings the ſame as Cellar Windows; and Inch and half Oak-flaps to 
Ditto, and ledged, all the timwvers iv be free from Sap; no palliſade on the front Wall, Great Court, although 
ſhewn in the Drawing, only a Wall carried up to the Height directed by the Plan, and coped with half round 
common Bricks. | | | 
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ALL the Ceilings and Roofs in the Garrets, to be plaiſtered with good Lime and Hair, and good Send in it, 
on heart Fir Laths well nailed, and to be floped and whitened ; the Room marked in the Ground Plan, B. B. 
K. K. and the Rooms marked in the Chamber-plan B. B. B. B. and W. to be rendered, and the backſide of the 
Partitions and nine Inch Walls to be rendered, all the reſt of the inſide Walls to be floped and whited, all 
Plaiſterings to be trowel'd ſmooth as it dries, 
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To av a Portland Chimney-Piece in the Committee Room, with Slips, Noſeings and Blocks, and a 
Sab two Feet wide; two portland Stones four Inches thick, and Vaſes according to the Drawing; to cap the 
Peirs at Front, eight Stones to receive Hooks to hang the Gates on; the Bottoms of the Sinks in Kitchen and 
voullery to have proper Stones; al! the Offices marked in the Plan, to be laid with Yorkſhire Stone as C. D. 


X. und V. and Stone Steps to the Front Doors in the Great Court, and a Stone Slab for 


| the Laundry-Hearth, 
three, Feet wide, 
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8 MIT H's Work. 


Inox Bars to the Mantles of all the Chimneys two Inches and a half wide, and half Inch in Thick ness. 
Kitchen, Scullery, Waſhouſe, and Laundry, Bars to be double in Breadth; to have proper Frames and Doors 
to the Ovens, of not leſs Value than One Guinea each Door and Frame, and (3'afs Bars for the Tves of 
the Lead; Croſs-Bars to Priſon Window; Hinges, Bolts, Locks ani Latches, to all the Doors as ſhall be 
required, not of leſs Value than five Shillings at an Average, to have proper Hooks and Eyes and Bars for the 
two Pair of Gates, not of lets Value than fifty Shillings, Iron Straps two Inches wide, and 3-8ths of an Inch 


Thick, to clutch the Foot of each principal Rafter, and bolted with a 3-4th Inch Iron Bolt through the Beam, 


with 
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with proer Irons to faſten on the Hip-Rolls, to have. .3-4th [ren Bars for Grates over t! > Ceſs-pools in Off- 
ces, Yards and Gr. at-Coutt, and proper Hooks and Eyes for the Flap- Doors over the Ceſs-Pools, and To 
Bolts where required to bolt the Timbers in framing the Cupola, and a Vanc for the Cupola. 
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TRE "THR Windows in the Roofs and Pediment in the Front and Hips to be cover'd rr Lead, ſeven 
Pounds to the Foot, to have fix Inches at waſte under the Tiling, and to be turned down one Inch round the 
Dormers in the Roof, the Pediment to Front Door, and ſeven Level Cornices in the Wings over the Doors 
in Great Court and Offices, Yard and Cupola, to have a Fluſh of Lead over all the Ceanto's and Bog- 
N to be wrought three Inches in the Walls and fix Inches out, all to be laid with Lead fix Pounds to the 

885 
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G LAZ IE RC Work. 


ALt the Windows in the Buildings to be glazed with. the belt Newcaſtle Glaſs in Lead a and Lights? 
the ſame over the Doors in the Wings of the Buildings | in Great-Court, Oc. 
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PAINT E R's Work. 


adit the ovthde Doors, Gates, Windows and Frames, and Pediments, Canola, &c. to be painted are 


* 


ALL the above Works to be done in a Workmanlike Manner for the Sum of 


and if it is thought proper or neceſſary to alter any of the above Works here annexed in the Deſigns, it hall 
no ways break or make void any of the above Propoſals or Agreements, but ſhall be allowed in Proportion; 
and if the a Would be reduced, then the V We to be deducted in Pr oportion out of the Total Sum. 
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